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Spécifications 
�  Plage de fréquences : 865-928 MHz 
�  Gain : 5.24 dBi � 867 MHz  /  6.42 dBi �  915 MHz 
�  Impédance : 50 ohms 
�  Polarisation circulaire 
�  Connecteur N femelle 
�  Angle d’ouverture  :  

� Horizontal -32°/+28°  - Vertical -38°/+36° �  867 MHz 
� Horizontal -42°/+24°  - Vertical -36°/+36° �  915 MHz 

�  Poids net : 2.05 kg 
�  Dimensions : 306.27 x 296.00 x 81.18 mm 
�  R.O.S = 1.31 �  867 MHz / 1.71 �  915 MHz 
�  IP 66 

 

Specifications 
�  Frequency range: 865-928 MHz 
�  Gain: 5.24 dBi � 867 MHz  /  6.42 dBi �  915 MHz 
�  Impedance: 50 ohms 
�  Circular polarization 
�  Connector N female 
�  Far field beamwidths: 

� Horizontal -32°/+28°  - Vertical -38°/+36° �  867 MHz 
� Horizontal -42°/+24°  - Vertical -36°/+36° �  915 MHz 

�  Weight: 4.52 lb 
�  Dimensions: 12.06 x 11.65 x 3.1961 inches 
�  R.O.S = 1.31 �  867 MHz / 1.71 �  915 MHz 
�  IP 66 

Mesure en Azimut – Polarisation Horizontale / Azimuth pattern – Horizontal plane 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Mesure en Azimut – Polarisation Verticale / Azimuth pattern – Vertical plane 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Mécanique / Mechanic 
 
Coque ABS / Casing ABS 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

306.27 mm  
12.06 inches 

296.00 mm 
11.65 inches 

81.18 mm 
3.1961 inches 

30 mm 
1.811 inches Goujons 

Gudgeons 
M4 x 12  

38 mm 
1.4960 inches 

F = 867 MHz 
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F = 915 MHz 

F = 915 MHz 


